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SAMS Sensors on ISS    Cable 

CH SAMS Sensor SAMS EE EE location Sensor Location S/N B/N length (in.) 

- - - - - EA12324-01* 000041L  42 

B SE F02 EE-F04 ER3 (embedded) COL1F1, EDR, Seat Track EA12303-01 000029L  186 

B SE F03 RTS/D1 (EE-F02) ER1 Drawer 1 lower Z Panel assembly below ER2 EA12304-01 000027L  85 

A SE F04 RTS/D1 (EE-F02) ER1 Drawer1 lower Z Panel assembly below ER1 EA12305-01 000028L  44 

A SE F05 RTS/D2 (EE-F03) ER4 Drawer 2 Inside RTS/D2 n/a n/a  n/a 

A SE F08 EE-F04 ER3 (embedded) COL1A3, EPM, near PK-4 60005EA50058 ** -  393 

 TSH-ES 03 none none MSG (inside work volume)    * key is offset, so use “SAMS J2” conn. w/embedded EEs 

 TSH-ES 05 none none CIR ** large backshell on “P6” end of cable (toward EE) 

 TSH-ES 06 none none FIR    

        

  SAMS EE EE Location  Hardware Top Level P/N   

  EE-F01 ER7(embedded)  SAMS ICU Drawer 60005MA17100   

  EE-F02 ER1 Drawer 1  SAMS SE 60005MA12100   

  EE-F03 ER4 Drawer 2  MAMS 400000 (from IMS)   

  EE-F04 ER3 (embedded)      

  EE-F05 ER2 (embedded)  2 seat track devices    

  EE-F06 Stowed (spare)  both in COL    

  EE-F07 ER8(embedded)      

RACK LOCATIONS 
ER1 LAB1O2 US Lab  

ER2 LAB1O1 US Lab  

ER3 COL1A1 COF  

ER4 JPM1F5 JEM  

ER7 LAB1P2 US Lab  

ER8 LAB1P4 US Lab  

MSG LAB1S2 US Lab  

CIR LAB1S3 US Lab  

FIR LAB1S4 US Lab  

 
 

Generic Client Command for SAMS Sensors 

generic_client 121-fxx ee122-fyy 980z 

see table at top 

to get values for 

xx, yy, and z 

xx is 

last 2 

digits 

of the 

SAMS 

sensor 

yy is last 

2 digits 

of the 

SAMS EE 

for this 

sensor 

z=3 if  

sensor 

CH=A; 

otherwise 

z=4  


